PLAN VIEW

INVERTED ANGLE NO SCALE

KEY VALVE

TEST COCK

(TYP)
WATER METER
(PURCHASED FROM
DISTRICT)

FEBCO 805Y
DOUBLE CHECK
VALVE ASSEMBLY
(PURCHASED
FROM DISTRICT)

7N SETTER —————  °
(PURCHASED FROM
DISTRICT)

ON ALL NEW SERVICES,
THE SIZE OF INCOMING
PIPING SHALL BE EQUAL
TO SIZE OF METER.

SIDE VIEW OF
"Z" SETTER ASSEMBLY

NO SCALE

BALL VALVE

INVERTED ANGLE
KEY VALVE

WATERTIGHT COVER PURCHASED
FROM DISTRICT

FINISHED GRADE SHALL BE 1/2" BELOW
<7 RIM ELEVATION OF COVER EXCEPT IN
PAVED AREAS.

‘Q‘\ SLOPED AWAY FROM METER PIT

—— FORD NO. 2 ADAPTER RING
(PURCHASED FROM DISTRICT)

—~—— PVC METER PIT AND |5" DIA. FORD
C-53 COVER. (PURCHASED FROM
DISTRICT)

-

N ALL INVERTED ANGLE KEY VALVES, BALL
VALVES ¢ TEST COCKS ARE TO BE
PURCHASED FROM DISTRICT.

4'-0" MINIMUM

30" MINIMUM

NOTIFICATION TO WATER DISTRICT:

THE PLUMBER SHALL NOTIFY THE SUPERINTENDENT OF THE

SOUTH FARMINGDALE WATER DISTRICT AT (516) 249-3330 A
MINIMUM OF 24 HOURS PRIOR TO THE COMMENCEMENT OF
ANY WORK.

NOTES:

I. ALL CONNECTIONS ON THE DOMESTIC WATER SERVICE SHALL BE
DOWNSTREAM FROM THE REDUCED PRESSURE ZONE DEVICE
ASSEMBLY. BYPASSING OF A BACKFLOW PREVENTION DEVICE IS A
VIOLATION OF NEW YORK STATE HEALTH DEPARTMENT RULES AND
REGULATIONS.

2. ALL INSTALLATIONS SHALL BE IN ACCORDANCE WITH ALL
APPLICABLE NASSAU COUNTY AND NEW YORK STATE HEALTH
DEPARTMENT REQUIREMENTS.

3. IT IS THE OWNER'S RESPONSIBILITY TO TEST ALL BACKFLOW
PREVENTION DEVICES AT LEAST ANNUALLY WITH RESULTS REPORTED
TO THE SOUTH FARMINGDALE WATER DISTRICT AND NASSAU COUNTY
HEALTH DEPARTMENT ON NEW YORK STATE FORM GEN 2I5.

4. DCV ASSEMBLY MUST NOT BE SUBIECTED TO FLOODING OR
FREEZING.

5. WATER METERS, SETTERS AND DCV ASSEMBLY MUST BE
PURCHASED FROM THE DISTRICT.

6. SOUTH FARMINGDALE WATER DISTRICT HAS STANDARIZED ON
FEBCO 805Y.

7. THE PLUMBER SHALL BE LICENSED BY THE TOWN OF OYSTER BAY
AND SHALL BE APPROVED BY THE SOUTH FARMINGDALE WATER
DISTRICT.

8. CAUTION: A WORKABLE PRESSURE RELIEF VALVE MUST BE
MAINTAINED AT ALL TIMES ON THE HOT WATER HEATING SYSTEM ON
THIS INSTALLATION.

[ —— TYPE K" COPPER (TYP)

/_ SAND AND GRAVEL BOTTOM

ELEVATION

NO SCALE

24" |.D. METER PIT

B S
-—

SOUTH FARMINGDALE
WATER DISTRICT

1" DOUBLE CHECK VALVE
ASSEMBLY & METER IN PIT

STANDARD DETAIL
[ OUTSIDE INSTALLATION |
(EXISTING OR NEW SERVICE)

APPROVED BY THE BOARD OF COMMISSIONERS
APPROVED BY: DATE:

ENGINEERS * ARCHITECTS * PLANNERS ° SCIENTISTS °* SURVEYORS
MELVILLE, N.Y. TOTOWA, N.J.
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